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Cable > Manhattan > Control Cable > Multiconductor > Braid Shield > 600 V 

Manhattan™ Control Cable
600 V Braid Shield, Multiconductor, PVC, PVC

MIL-DTL-16878/1 and /17  
Conductors (Types B and 
B/N)

UL VW-1

Operating Temperature
•  -55°C to +105°C

Conductor Color Coding
•   Chart P (page 523) unless  

otherwise noted

Materials
•   Stranded tinned copper  

conductors
•  PVC or PVC/nylon insulation
•   Tinned copper braid shield,  

90% coverage
•  White PVC jacket

Availability
100 ft (30.5 m)
500 ft (152 m)
1000 ft (305 m)
Bulk, cut to length
(Minimums may apply)

28 AWG (0.09 mm2)

Stranding: 7/36 (7 x 0.13 mm)
Insulation thickness: 0.010 (0.25 mm)

Part No. Conductors
Nominal Diameter Jacket Thickness Color  

CodeInch mm Inch mm
M1411* 1 0.073 1.85 0.010 0.25 P
M1412 2 0.116 2.95 0.012 0.30 P
M1604 4 0.132 3.35 0.013 0.33 F
M1605 5 0.144 3.66 0.014 0.36 F
M1606 6 0.157 3.99 0.015 0.38 F
M1608 8 0.175 4.45 0.017 0.43 F
M1610 10 0.201 5.11 0.018 0.46 F
M1612 12 0.210 5.33 0.020 0.51 F

MIL-DTL-16878/1 Conductors

*Black jacket. All others slate.

MIL-DTL-16878/17 Conductors
26 AWG (0.14 mm2)

Stranding: 7/34 (7 x 0.16 mm)
Insulation thickness: 0.010 (0.25 mm) PVC/0.003 (0.08 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M1421 1 0.083 2.11 0.010 0.25
M1422 2 0.140 3.56 0.014 0.36
M1423 3 0.147 3.73 0.014 0.36

MIL-DTL-16878/17 Conductors
24 AWG (0.24 mm2)

Stranding: 19/36 (19 x 0.13 mm)
Insulation thickness: 0.010 (0.25 mm) PVC/0.003 (0.08 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M1431 1 0.093 2.36 0.010 0.25
M1432 2 0.156 3.96 0.016 0.41
M1433 3 0.164 4.17 0.016 0.41
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MIL-DTL-16878/17 Conductors
22 AWG (0.38 mm2)

Stranding: 19/34 (19 x 0.16 mm)
Insulation thickness: 0.010 (0.25 mm) PVC/0.003 (0.08 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness Color  

CodeInch mm Inch mm
M1441 1 0.100 2.54 0.010 0.25 P
M1442 2 0.178 4.52 0.020 0.51 P
M1443 3 0.187 4.75 0.020 0.51 P
M1444 4 0.202 5.13 0.020 0.51 P
M1644 4 0.203 5.16 0.019 0.48 F
M1645 5 0.222 5.64 0.020 0.51 F
M1646 6 0.240 6.10 0.020 0.51 F
M1648 8 0.268 6.81 0.025 0.64 F
M1650* 10 0.309 7.85 0.026 0.66 F

MIL-DTL-16878/1 and /17  
Conductors (Types B and 
B/N)

UL VW-1

Operating Temperature
•  -55°C to +105°C

Conductor Color Coding
•   Chart P (page 523) unless  

otherwise noted

Materials
•   Stranded tinned copper  

conductors
•  PVC or PVC/nylon insulation
•   Tinned copper braid shield,  

90% coverage
•  White PVC jacket

Availability
100 ft (30.5 m)
500 ft (152 m)
1000 ft (305 m)
Bulk, cut to length
(Minimums may apply)

MIL-DTL-16878/17 Conductors
20 AWG (0.62 mm2)

Stranding: 19/32 (19 x 0.20 mm)
Insulation thickness: 0.010 (0.25 mm) PVC/0.003 (0.08 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M1451 1 0.108 2.74 0.010 0.25
M1452 2 0.194 4.93 0.020 0.51
M1453 3 0.214 5.44 0.025 0.64
M1454 4 0.232 5.89 0.025 0.64

MIL-DTL-16878/17 Conductors
18 AWG (0.96 mm2)

Stranding: 19/30 (19 x 0.25 mm)
Insulation thickness: 0.010 (0.25 mm) PVC/0.003 (0.08 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M1461 1 0.122 3.10 0.012 0.30
M1462  2 0.216 5.49 0.021 0.53
M1463 3 0.230 5.84 0.022 0.56

MIL-DTL-16878/17 Conductors
16 AWG (1.23 mm2)

Stranding: 19/29 (19 x 0.29 mm)
Insulation thickness: 0.011 (0.28 mm) PVC/0.004 (0.10 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M1471 1 0.144 3.66 0.018 0.46
M1472 2 0.240 6.10 0.023 0.58
M1473 3 0.257 6.53 0.025 0.64
M1474 4 0.280 7.11 0.025 0.64

Cable > Manhattan > Control Cable > Multiconductor > Braid Shield > 600 V 

Manhattan™ Control Cable
600 V Braid Shield, Multiconductor, PVC, PVC

*Black jacket. All others slate.
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Cable > Manhattan > Control Cable > Multiconductor > Braid Shield > 1000 V 

Manhattan™ Control Cable
1000 V Braid Shield, Multiconductor, PVC, PVC

MIL-DTL-16878/2 and /18  
Conductors (Types C and 
C/N)

UL VW-1

Operating Temperature
•  -55°C to +105°C

Conductor Color Coding
•  Chart F (page 520) 

Materials
•   Stranded tinned copper  

conductors
•  PVC or PVC/nylon insulation
•   Tinned copper braid shield,  

90% coverage
•  Slate PVC jacket

Availability
100 ft (30.5 m)
500 ft (152 m)
1000 ft (305 m)
Bulk, cut to length
(Minimums may apply)

MIL-DTL-16878/2 Conductors
18 AWG (0.96 mm2)

Stranding: 19/30 (19 x 0.25 mm)
Insulation thickness: 0.016 (0.41 mm)

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M1704 4 0.269 6.83 0.023 0.58
M1705 5 0.297 7.54 0.025 0.64
M1706 6 0.332 8.43 0.030 0.76
M1708  8 0.362 9.19 0.032 0.81
M1710 10 0.423 10.74 0.035 0.89
M1712 12 0.442 11.23 0.035 0.89
M1714 14 0.473 12.01 0.040 1.02
M1716 16 0.509 12.93 0.046 1.17

MIL-DTL-16878/18 Conductors
16 AWG (1.23 mm2)

Stranding: 19/29 (19 x 0.29 mm)
Insulation thickness: 0.017 (0.43 mm) PVC/0.004 (0.10 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M1764 4 0.324 8.23 0.031 0.79
M1765 5 0.357 9.07 0.033 0.84
M1766 6 0.390 9.91 0.035 0.89
M1768 8 0.431 10.95 0.040 1.02
M1772 12 0.532 13.51 0.047 1.19
M1776 16 0.598 15.19 0.053 1.35
M1779 19 0.636 16.15 0.057 1.45
M1787 27 0.768 19.51 0.067 1.70
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Cable > Manhattan > Control Cable > Multiconductor > Unshielded > 600 V 

Manhattan™ Control Cable
600 V Unshielded, Multiconductor, PVC/Nylon, PVC

18 AWG (0.82 mm2)

Stranding: 7/0.0152 (7 x 0.39 mm)
Insulation thickness: 0.016 (0.41 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M3800 2 0.185 x 0.273 4.70 x 6.93 0.047 1.19
M3801 3 0.287 7.29 0.047 1.19
M3802  4 0.310 7.87 0.047 1.19
M3803 5 0.336 8.53 0.047 1.19
M3804 6 0.362 9.19 0.047 1.19
M3805 7 0.362 9.19 0.047 1.19
M3806 8 0.390 9.91 0.047 1.19
M3807 9 0.417 10.59 0.047 1.19
M3808 10 0.449 11.40 0.047 1.19
M3810 12 0.463 11.76 0.047 1.19
M3815 15 0.533 13.54 0.063 1.60
M3819 19 0.569 14.45 0.063 1.60
M3822 24 0.646 16.41 0.063 1.60
M3821 25 0.657 16.69 0.063 1.60
M3823 30 0.694 17.63 0.063 1.60
M3825 37 0.745 18.92 0.063 1.60

16 AWG (1.31 mm2)

Stranding: 7/0.0192 (7 x 0.49 mm)
Insulation thickness: 0.016 (0.41 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M3826 2 0.197 x 0.297 5.00 x 7.54 0.047 1.19
M3828 3 0.310 7.87 0.047 1.19
M3829 4 0.339 8.61 0.047 1.19
M3830 5 0.368 9.35 0.047 1.19
M3831 6 0.398 10.11 0.047 1.19
M3832 7 0.398 10.11 0.047 1.19
M3833  8 0.429 10.90 0.047 1.19
M3834 9 0.461 11.71 0.047 1.19
M3835 10 0.497 12.62 0.047 1.19
M3837 12 0.545 13.84 0.063 1.60
M3838 15 0.588 14.94 0.063 1.60
M3839 19 0.630 16.00 0.063 1.60
M3840 24 0.717 18.21 0.063 1.60
M3843 25 0.729 18.52 0.063 1.60
M3841 30 0.770 19.56 0.063 1.60
M3842 37 0.869 22.07 0.083 2.11

UL TC

Operating Temperature
•  -25°C to +90°C

Conductor Color Coding
•  Chart J (page 521)

Materials
•   Stranded bare copper  

conductors
•  PVC/nylon insulation
•  Black PVC jacket

Features
•   UL Sunlight Resistant
•  UL Direct Burial

Availability
100 ft (30.5 m)
500 ft (152 m)
1000 ft (305 m) 
Bulk, cut to length
(Minimums may apply)
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Cable > Manhattan > Control Cable > Multiconductor > Unshielded > 600 V 

Manhattan™ Control Cable
600 V Unshielded, Multiconductor, PVC/Nylon, PVC

UL TC

Operating Temperature
•  -25°C to +90°C

Conductor Color Coding
•  Chart J (page 521)

Materials
•   Stranded bare copper  

conductors
•  PVC/nylon insulation
•  Black PVC jacket

Features
•   UL Sunlight Resistant
•  UL Direct Burial

Availability
100 ft (30.5 m)
500 ft (152 m)
1000 ft (305 m) 
Bulk, cut to length
(Minimums may apply)

14 AWG (2.08 mm2)

Stranding: 7/0.0242 (7 x 0.62 mm)
Insulation thickness: 0.016 (0.41 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M3845 2 0.212 x 0.32 5.38 x 8.31 0.047 1.19
M3847 3 0.345 8.76 0.047 1.19
M3848 4 0.375 9.53 0.047 1.19
M3849 5 0.409 10.39 0.047 1.19
M3850 6 0.444 11.28 0.047 1.19
M3851 7 0.444 11.28 0.047 1.19
M3852 8 0.479 12.17 0.047 1.19
M3853 9 0.547 13.89 0.063 1.60
M3854 10 0.589 14.96 0.063 1.60
M3856 12 0.607 15.42 0.063 1.60
M3857  15 0.657 16.69 0.063 1.60
M3858 19 0.705 17.91 0.063 1.60
M3859 24 0.805 20.45 0.063 1.60
M3862 25 0.859 21.82 0.083 2.11
M3860 30 0.907 23.04 0.083 2.11
M3861 37 0.974 24.74 0.083 2.11

12 AWG (3.30 mm2)

Stranding: 7/0.0305 (7 x 0.78 mm)
Insulation thickness: 0.016 (0.41 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M3865 2 0.231 x 0.365 5.87 x 9.27 0.047 1.19
M3867 3 0.386 9.80 0.047 1.19
M3868 4 0.421 10.69 0.047 1.19
M3869 5 0.460 11.68 0.047 1.19
M3870 6 0.501 12.73 0.047 1.19
M3871 7 0.501 12.73 0.047 1.19
M3872 8 0.575 14.61 0.063 1.60
M3873 9 0.617 15.67 0.063 1.60
M3874 10 0.665 16.89 0.063 1.60
M3876 12 0.686 17.42 0.063 1.60
M3877 15 0.744 18.90 0.063 1.60
M3878 16 0.759 19.28 0.063 1.60
M3879 19 0.800 20.32 0.063 1.60
M3880 24 0.957 24.31 0.083 2.11
M3883 25 0.973 24.71 0.083 2.11
M3881  30 1.029 26.14 0.083 2.11
M3882 37 1.107 28.12 0.083 2.11
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Cable > Manhattan > Control Cable > Multiconductor > Unshielded > 600 V 

Manhattan™ Control Cable
600 V Unshielded, Multiconductor, PVC/Nylon, PVC

UL TC

Operating Temperature
•  -25°C to +90°C

Conductor Color Coding
•  Chart J (page 521)

Materials
•   Stranded bare copper  

conductors
•  PVC/nylon insulation
•  Black PVC jacket

Features
•   UL Sunlight Resistant
•  UL Direct Burial

Availability
100 ft (30.5 m)
500 ft (152 m)
1000 ft (305 m) 
Bulk, cut to length
(Minimums may apply)

10 AWG (5.26 mm2)

Stranding: 7/0.0385 (7 x 0.98 mm)
Insulation thickness: 0.022 (0.56 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M3902 2 0.267 x 0.365 6.78 x 9.27 0.047 1.19
M3903 3 0.464 11.79 0.047 1.19
M3904 4 0.540 13.72 0.063 1.60
M3905 5 0.590 14.99 0.063 1.60
M3906 6 0.641 16.28 0.063 1.60
M3907 7 0.641 16.28 0.063 1.60
M3908 8 0.694 17.63 0.063 1.60
M3910 9 0.748 19.00 0.063 1.60
M3911 10 0.809 20.55 0.063 1.60
M3913 12 0.875 22.23 0.083 2.11
M3915 14 0.920 23.37 0.083 2.11
M3916 15 0.950 24.13 0.083 2.11
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Cable > Manhattan > Control Cable > Multiconductor > Unshielded > 600 V 

Manhattan™ Control Cable
600 V Unshielded, Multiconductor, PVC/Nylon, PVC

UL TC

Operating Temperature
•  -25°C to +90°C

Conductor Color Coding
•  Chart D (page 519)

Materials
•   Stranded tinned copper  

conductors
•  PVC/nylon insulation
•  Black PVC jacket

Features
•   UL Sunlight Resistant
•  UL Direct Burial

Availability
100 ft (30.5 m)
500 ft (152 m)
1000 ft (305 m) 
Bulk, cut to length
(Minimums may apply)

18 AWG (0.96 mm2)

Stranding: 19/30 (19 x 0.25 mm)
Insulation thickness: 0.016 (0.41 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39056 2 0.283 7.19 0.048 1.22

16 AWG (1.32 mm2)

Stranding: 19/0.0117 (19 x 0.30 mm)
Insulation thickness: 0.016 (0.41 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39057 2 0.301 7.65 0.048 1.22

14 AWG (2.08 mm2)

Stranding: 41/30 (41 x 0.25 mm)
Insulation thickness: 0.022 (0.56 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39058 2 0.355 9.02 0.048 1.22

12 AWG (3.29 mm2)

Stranding: 65/30 (65 x 0.25 mm)
Insulation thickness: 0.022 (0.56 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39059 2 0.393 9.98 0.048 1.22
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Cable > Manhattan > Control Cable > Multiconductor > Foil Shield > 600 V 

Manhattan™ Control Cable
600 V Foil Shield, Multiconductor, PVC/Nylon, PVC

UL TC

Operating Temperature
•  -25°C to +90°C

Conductor Color Coding
•  Chart J (page 521)

Materials
•   Stranded bare copper  

conductors
•  PVC/nylon insulation
•   Aluminum/polyester foil shield, 

25% overlap min. 
Foil facing inward 
Stranded tinned copper drain 
wire one even AWG size smaller 
than conductor

•  Black PVC jacket

Features
•   UL Sunlight Resistant
•  UL Direct Burial

Availability
100 ft (30.5 m)
500 ft (152 m)
1000 ft (305 m) 
Bulk, cut to length
(Minimums may apply)

18 AWG (0.82 mm2)

Stranding: 7/0.0152 (7 x 0.39 mm)
Insulation thickness: 0.016 (0.41 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M33800 2 0.277 7.04 0.047 1.19
M33801 3 0.291 7.39 0.047 1.19
M33802 4 0.314 7.98 0.047 1.19
M33803 5 0.340 8.64 0.047 1.19
M33805 7 0.366 9.30 0.047 1.19
M33807 9 0.421 10.69 0.047 1.19
M33810 12 0.467 11.86 0.047 1.19
M33815  15 0.537 13.64 0.063 1.60
M33819 19 0.573 14.55 0.063 1.60

16 AWG (1.31 mm2)

Stranding: 7/0.0192 (7 x 0.49 mm)
Insulation thickness: 0.016 (0.41 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M33826 2 0.301 7.65 0.047 1.19
M33828 3 0.317 8.05 0.047 1.19
M33829 4 0.343 8.71 0.047 1.19
M33830 5 0.372 9.45 0.047 1.19
M33832 7 0.402 10.21 0.047 1.19
M33834 9 0.465 11.81 0.047 1.19
M33837 12 0.549 13.94 0.063 1.60
M33838 15 0.592 15.04 0.063 1.60
M33839 19 0.634 16.10 0.063 1.60

14 AWG (2.08 mm2)

Stranding: 7/0.0242 (7 x 0.62 mm)
Insulation thickness: 0.016 (0.41 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M33845 2 0.331 8.41 0.047 1.19
M33847 3 0.349 8.86 0.047 1.19
M33848 4 0.379 9.63 0.047 1.19
M33849 5 0.413 10.49 0.047 1.19
M33851 7 0.448 11.38 0.047 1.19
M33853 9 0.551 14.00 0.063 1.60
M33856 12 0.611 15.52 0.063 1.60
M33857 15 0.661 16.79 0.063 1.60
M33858 19 0.709 18.01 0.063 1.60
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Cable > Manhattan > Control Cable > Multiconductor > Foil Shield > 600 V 

Manhattan™ Control Cable
600 V Foil Shield, Multiconductor, PVC/Nylon, PVC

UL TC

Operating Temperature
•  -25°C to +90°C

Conductor Color Coding
•  Chart J (page 521)

Materials
•   Stranded bare copper  

conductors
•  PVC/nylon insulation
•   Aluminum/polyester foil shield, 

25% overlap min. 
Foil facing inward 
Stranded tinned copper drain 
wire one even AWG size smaller 
than conductor

•  Black PVC jacket

Features
•   UL Sunlight Resistant
•  UL Direct Burial

Availability
100 ft (30.5 m)
500 ft (152 m)
1000 ft (305 m) 
Bulk, cut to length
(Minimums may apply)

12 AWG (3.30 mm2)

Stranding: 7/0.0305 (7 x 0.78 mm)
Insulation thickness: 0.016 (0.41 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M33865  2 0.369 9.37 0.047 1.19
M33867 3 0.390 9.91 0.047 1.19
M33868 4 0.425 10.80 0.047 1.19
M33869 5 0.464 11.79 0.047 1.19
M33870 6 0.505 12.83 0.047 1.19
M33871 7 0.505 12.83 0.047 1.19
M33873 9 0.621 15.77 0.063 1.60
M33876 12 0.690 17.53 0.063 1.60
M33877 15 0.748 19.00 0.063 1.60
M33879 19 0.804 20.42 0.063 1.60

10 AWG (5.26 mm2)

Stranding: 7/0.0385 (7 x 0.98 mm)
Insulation thickness: 0.022 (0.56 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M33902 2 0.441 11.20 0.047 1.19
M33903 3 0.468 11.89 0.047 1.19
M33904 4 0.544 13.82 0.063 1.60
M33905 5 0.594 15.09 0.063 1.60
M33906 6 0.645 16.38 0.063 1.60
M33907 7 0.645 16.38 0.063 1.60
M33910 9 0.752 19.10 0.063 1.60
M33912 12 0.879 22.33 0.083 2.11
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Cable > Manhattan > Control Cable > Multiconductor > Foil Shield > 600 V 

Manhattan™ Control Cable
600 V Foil Shield, Multiconductor, PVC/Nylon, PVC

UL TC

Operating Temperature
•  -25°C to +90°C

Conductor Color Coding
•  Chart D (page 519)

Materials
•   Stranded bare copper  

conductors
•  PVC/nylon insulation
•   Aluminum/polyester foil shield, 

25% overlap min. 
Foil facing inward 
Stranded tinned copper drain 
wire one even AWG size smaller 
than conductor

•  Black PVC jacket

Features
•   UL Sunlight Resistant
•  UL Direct Burial

Availability
100 ft (30.5 m)
500 ft (152 m)
1000 ft (305 m) 
Bulk, cut to length
(Minimums may apply)

18 AWG (0.96 mm2)

Stranding: 19/30 (19 x 0.25 mm)
Insulation thickness: 0.016 (0.41 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39109 2 0.287 7.29 0.048 1.22

16 AWG (1.32 mm2)

Stranding: 19/0.0117 (19 x 0.30 mm)
Insulation thickness: 0.016 (0.41 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39110 2 0.305 7.75 0.048 1.22

14 AWG (2.08 mm2)

Stranding: 41/30 (41 x 0.25 mm)
Insulation thickness: 0.022 (0.56 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39111 2 0.359 9.11 0.048 1.22

12 AWG (3.29 mm2)

Stranding: 65/30 (65 x 0.25 mm)
Insulation thickness: 0.022 (0.56 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39112 2 0.397 10.08 0.048 1.22
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Cable > Manhattan > Control Cable > Multiconductor > Foil Shield > 600 V 

Manhattan™ Control Cable
600 V Foil Shield, Multiconductor, PVC/Nylon, PVC

UL TC

Operating Temperature
•  -25°C to +90°C

Conductor Color Coding
•  Chart J1 (page 521)

Materials
•   Stranded bare copper  

conductors
•  PVC/nylon insulation
•   Aluminum/polyester foil shield, 

25% overlap min. 
Foil facing inward 
Stranded tinned copper drain 
wire equal in size to conductors

•  Black PVC jacket

Features
•   UL Sunlight Resistant
•  UL Direct Burial

Availability
Bulk, cut to length
(Minimums may apply)

16 AWG (1.31 mm2)

Stranding: 7/0.0192 (7 x 0.49 mm)
Insulation thickness: 0.016 (0.41 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
7616/6 6 0.401 10.19 0.048 1.22

14 AWG (2.08 mm2)

Stranding: 7/0.0242 (41 x 0.62 mm)
Insulation thickness: 0.016 (0.41 mm) PVC/0.005 (0.13 mm) nylon

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
7614/6 6 0.447 11.35 0.048 1.22
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Cable > Manhattan > Control Cable > Multiconductor > Unshielded > 300 V 

Manhattan™ Control Cable
300 V Unshielded, Multiconductor, PVC, PVC

UL PLTC, ITC
UL CMG
CSA CMG FT4

Operating Temperature
•  -20°C to +105°C

Conductor Color Coding
•  Chart D (page 519)

Materials
•   Stranded tinned copper  

conductors
•  PVC insulation
•  Slate PVC jacket

Features
•   UL Sunlight Resistant

Availability
100 ft (30.5 m)
500 ft (152 m)
1000 ft (305 m) 
Bulk, cut to length
(Minimums may apply)

22 AWG (0.35 mm2)

Stranding: 7/30 (7 x 0.25 mm)
Insulation thickness: 0.016 (0.41 mm)

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39071 2 0.203 5.16 0.038 0.97
M39072 3 0.213 5.41 0.038 0.97

20 AWG (0.61 mm2)

Stranding: 19/32 (19 x 0.20 mm)
Insulation thickness: 0.016 (0.41 mm)

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39073 2 0.223 5.66 0.038 0.97
M39074 3 0.234 5.94 0.038 0.97

18 AWG (0.96 mm2)

Stranding: 19/30 (19 x 0.25 mm)
Insulation thickness: 0.016 (0.41 mm)

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39075 2 0.243 6.17 0.038 0.97
M39076 3 0.256 6.50 0.038 0.97

16 AWG (1.32 mm2)

Stranding: 19/0.0117 (7 x 0.30 mm)
Insulation thickness: 0.016 (0.41 mm)

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39077 2 0.261 6.63 0.038 0.97
M39078  3 0.275 6.99 0.038 0.97

14 AWG (2.08 mm2)

Stranding: 41/30 (41 x 0.25 mm)
Insulation thickness: 0.022 (0.56 mm)

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39079* 2 0.325 8.26 0.043 1.09
M39080* 3 0.343 8.71 0.043 1.09

12  AWG (3.29 mm2)

Stranding: 65/30 (65 x 0.25 mm)
Insulation thickness: 0.032 (0.81 mm)

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39081* 2 0.423 10.74 0.053 1.35

*Not CMG approved.

*Not CMG approved.
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Cable > Manhattan > Control Cable > Multipair > Foil Shield, Individual Pairs > 300 V 

Manhattan™ Control Cable
300 V Foil Shield, Individual Pairs, Multipair, PVC, PVC

UL PLTC, ITC
UL CMG
CSA CMG

Operating Temperature
•  -20°C to +105°C

Conductor Color Coding
•  Chart BR (page 517)

Materials
•   Stranded tinned copper  

conductors
•  PVC insulation
•   Aluminum/polyester foil shield, 

25% overlap min. 
Foil facing inward 
Stranded tinned copper drain 
wire one even AWG size  
smaller than conductor

•  Slate PVC jacket

Features
•   UL Sunlight Resistant

Availability
100 ft (30.5 m)
500 ft (152 m)
1000 ft (305 m) 
Bulk, cut to length
(Minimums may apply)

22 AWG (0.35 mm2)

Stranding: 7/30 (7 x 0.25 mm)
Insulation thickness: 0.016 (0.41 mm)

Part No. Pairs
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39147  2 0.320 8.13 0.043 1.09
M39148 3 0.338 8.59 0.043 1.09
M39149 4 0.368 9.35 0.043 1.09
M39150 6 0.457 11.61 0.053 1.35
M39151 9 0.529 13.44 0.053 1.35
M39152 11 0.563 14.30 0.053 1.35
M39153 15 0.582 14.78 0.053 1.35
M39154 19 0.646 16.41 0.063 1.60
M39155 27 0.763 19.38 0.063 1.60
M39156 51 1.005 25.53 0.075 1.91

18 AWG (0.96 mm2)

Stranding: 19/30 (19 x 0.25 mm)
Insulation thickness: 0.016 (0.41 mm)

Part No. Pairs
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39157 2 0.410 10.41 0.053 1.35
M39158 3 0.434 11.02 0.053 1.35
M39159 4 0.473 12.01 0.053 1.35
M39160 6 0.563 14.30 0.053 1.35
M39161 9 0.677 17.20 0.063 1.60
M39162 11 0.731 18.57 0.063 1.60
M39163 15 0.820 20.83 0.063 1.60
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Cable > Manhattan > Control Cable > Multipair > Overall Foil Shield > 300 V 

Manhattan™ Control Cable
300 V Overall Foil Shield, Multipair, PVC, PVC

UL PLTC, ITC
UL CMG
CSA CMG

Operating Temperature
•  -20°C to +105°C

Conductor Color Coding
•  Chart BR (page 517)

Materials
•   Stranded tinned copper  

conductors
•  PVC insulation
•   Aluminum/polyester foil shield, 

25% overlap min. 
Foil facing inward 
Stranded tinned copper drain 
wire one even AWG size  
smaller than conductor

•  Slate PVC jacket

Features
•   UL Sunlight Resistant

Availability
100 ft (30.5 m)
500 ft (152 m)
1000 ft (305 m) 
Bulk, cut to length
(Minimums may apply)

22 AWG (0.35 mm2)

Stranding: 7/30 (7 x 0.25 mm)
Insulation thickness: 0.016 (0.41 mm)

Part No. Pairs
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39130 2 0.296 7.52 0.043 1.09
M39131 3 0.312 7.92 0.043 1.09
M39132 4 0.339 8.61 0.043 1.09
M39133 6 0.420 10.67 0.053 1.35
M39134 9 0.483 12.27 0.053 1.35
M39135 11 0.520 13.21 0.053 1.35
M39136 15 0.580 14.73 0.053 1.35
M39137 19 0.642 16.31 0.063 1.60
M39138 27 0.759 19.28 0.063 1.60
M39139 51 0.995 25.27 0.075 1.91

18 AWG (0.96 mm2)

Stranding: 19/30 (19 x 0.25 mm)
Insulation thickness: 0.016 (0.41 mm)

Part No. Pairs
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39140 2 0.362 9.19 0.043 1.09
M39141 3 0.403 10.24 0.053 1.35
M39142 4 0.438 11.13 0.053 1.35
M39143 6 0.518 13.16 0.053 1.35
M39144 9 0.622 15.80 0.063 1.60
M39145 11 0.671 17.04 0.063 1.60
M39146 15 0.751 19.08 0.063 1.60
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Cable > Manhattan > Control Cable > Multiconductor > Overall Foil Shield > 300 V 

Manhattan™ Control Cable
300 V Overall Foil Shield, Multiconductor, PVC, PVC

UL PLTC, ITC
UL CMG
CSA CMG FT4

Operating Temperature
•  -20°C to +105°C

Conductor Color Coding
•  Chart D (page 519)

Materials
•   Stranded tinned copper  

conductors
•  PVC insulation
•   Aluminum/polyester tape  

shield, 25% overlap min. 
Foil facing inward 
Stranded tinned copper drain 
wire one even AWG size  
smaller than conductor

•  Slate PVC jacket

Features
•   UL Sunlight Resistant

Availability
100 ft (30.5 m)
500 ft (152 m)
1000 ft (305 m) 
Bulk, cut to length
(Minimums may apply)

22 AWG (0.35 mm2)

Stranding: 7/30 (7 x 0.25 mm)
Insulation thickness: 0.016 (0.41 mm)

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39113 2 0.207 5.26 0.038 0.97
M39114 3 0.214 5.44 0.038 0.97

20 AWG (0.61 mm2)

Stranding: 19/32 (19 x 0.20 mm)
Insulation thickness: 0.016 (0.41 mm)

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39115 2 0.227 5.77 0.038 0.97
M39116 3 0.238 6.05 0.038 0.97

18 AWG (0.96 mm2)

Stranding: 19/30 (19 x 0.25 mm)
Insulation thickness: 0.016 (0.41 mm)

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39117 2 0.247 6.27 0.038 0.97
M39118 3 0.260 6.60 0.038 0.97

16 AWG (1.32 mm2)

Stranding: 19/0.0117 (7 x 0.30 mm)
Insulation thickness: 0.016 (0.41 mm)

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39119 2 0.265 6.73 0.038 0.97
M39120 3 0.279 7.09 0.038 0.97

14 AWG (2.08 mm2)

Stranding: 41/30 (41 x 0.25 mm)
Insulation thickness: 0.022 (0.56 mm)

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39121* 2 0.329 8.36 0.043 1.09
M39122*  3 0.347 8.81 0.043 1.09

12  AWG (3.29 mm2)

Stranding: 65/30 (65 x 0.25 mm)
Insulation thickness: 0.032 (0.41 mm)

Part No. Conductors
Nominal Diameter Jacket Thickness

Inch mm Inch mm
M39123* 2 0.427 10.85 0.053 1.35

*Not CMG approved.

*Not CMG approved.


